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2. Specifications

2-1 Model

2-2 Dimensions .

2-3 Weight

2-4 Function

2-5 Motor

2-6 Speed change

2-7 Reducer

TVP-G3
Length 3135 mm
Width 3612 mm
Height 1905 mm
3500 kg

Packaging material ~ Laminate pouch

nuts, etc.
Pouch type Stand pouch,
Flat pouch
Capacity 15 ~ 35 pouches/min
Pouch size width 100 ~ 180 mm
Max length 260 mm
Sealing method Impulse heat seal
Main drive 1.5Kw, 380V, 4pole, 3phase
Stick vacuum 0.5Kw, 380V, 4pole, 3phase

Discharge conveyor 0.1Kw, 100V, 4pole, 2phase
Frequency change by inverter

Worm reducer

2-8 Intermitting mechanism Index unit 58006.1SOSR-SRABEF2P

2-9 Vacuum pump

2-10 Overload protection

2-11 Air consumption

2-12 Electric power source

2-13 Gas consumption

$12506270SL-SLABEF2P

Vacuum pump for pouch take up
VLT-10 rotary vane type

Vacuum pump for deaerating
Provided by customer

Automatically stop by overload relay
in inverter
300N/min at 0.5Mpa G

AC380 volt 3phase
Amperage 2.5 ~ 3.1A

200 ~ 250NL/min at 0.5Mpa G
Gas purity ------ Not less than 99.995%





