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This Summary Report is intended to provide a convenient and cursory preview of the conditions and
components that we have identified within our report as needing service. It is obviously not
comprehensive, and should not be used as a substitute for reading the entire report, nor is it a tacit
endorsement of the condition of components or features that may not appear in this summary. Also, the
service recommendations that we make in this summary and throughout the report should be completed
well before closing by licensed specialists, who may well identify additional defects or recommend some
upgrades that could affect your evaluation of the property.

This inspection report is available on the Internet
for 90 days from the date of the inspection.
www.FirstChoiceKC.com
Enter the following Client Name: rjesso and the Password: firstchoice

This report is the exclusive property of First Choice Property Evaluations, Inc. and the client whose name
appears herewith, and its use by any unauthorized persons is prohibited.

Components and Conditions Needing Service
Foundation

Poured Concrete Basement
Intermediate Floor Framing
1.1 - The girders or joists have been incorrectly notched or otherwise altered. Whereas it is permissible to
pierce the intermediate floor framing, the holes should be no larger than one-third of the depth of the
material, and drilled no closer than two inches from the upper or lower edges. Also, girders and joists may
be notched but no deeper than one-sixth the girder depth, and never in the middle of the span. See the
south-center basement ceiling locations as a representation of this situation.
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Electrical

1.2 - There is an open electrical junction box in the basement that should be sealed. See the NW area of the
basement as a representation of this situation.

Exterior

Exterior Features

House Cladding or Siding

2.1 - There is noted soil contact with the siding that needs to be serviced to prevent moisture or termite
infestation at these locations. It is recommended to have at least four to six inches clearance between
grade and siding.

Plumbing

2.2 - The rear exterior spigot appears to be frozen and should be serviced.

Driveway

2.3 - There are significant cracks or offsets in the driveway, which need to be sealed with a masonry caulk to
reduce moisture infiltration under the slab.

Windows
2.4 - The windows need caulking to ensure a weather tight seal. Opening are noted that need to be properly
sealed.

2.5 - The exterior cladding on the windows is open, which should be repaired by a qualified contractor. When
the cladding is open, it can allow moisture infiltration and deterioration of the interior components. Refer
to the rear exterior location as a representation of this situation.

Walkways

2.6 - There are voids noted at the front walkway area that should be filled with an appropriate material to
reduce the possibility of movement or settlement at this location.

Grading and Drainage
Drainage
2.7 - Grading and drainage is negative adjacent to the residence and should be corrected to move water away
from the structure. The present grading may cause structural and moisture infiltration concerns if not
corrected. We would recommend a qualified grading and drainage specialist properly repair as needed.
An ideal home would have the yard graded with a slope of one inch per foot away from the home to a
minimum of six feet out.

Plumbing

Waste
Drain Waste and Vent Pipes
4.1 - There is a crack in the drain clean-out fitting in the south basement, and this section of the pipe should be
serviced or replaced by a qualified plumber.

Electrical

Main Electrical Panel

Circuit Breakers

5.1 - A breaker in the main panel is serving two circuits or connection of more than one wire to each circuit
breaker. This indicates more circuit breakers are needed to accommodate the appliances in the house.
Problem is not serious, as no heavy loads are involved, but consideration should be made to having a
licensed electrician substitute some tandem type circuit breakers for existing single pole breakers, to
accommodate the offending wires now connected. This situation could overload the circuits and should be
evaluated by an electrician.

This report has been produced in accordance with our signed contract and is subject to the terms and conditions agreed upon therein.
All printed comments and the opinions expressed herein are those of First Choice Property Evaluations, Inc.
Inspection Summary - Page 2



Inspection Address: 10719 NW 76th St., Weatherby Lake, MO 64152
Inspection Date/Time: 1/26/2009 11:30 am to 2:00 pm

Electrical Sub Panels
Interior Cover Panel
5.2 - There are voids, or open knockouts, in the interior cover of the electrical sub-panel that could prove to be
hazardous, and should be covered.

Fireplace

Living Room Fireplace
Crown or Termination Cap
8.1 - The chimney crown, which is designed to seal the chimney wall and shed rainwater, has openings and
gaps that should be serviced and sealed.
Chimney Flue
8.2 - There is a gap between the smoke shelf and the first liner that should be sealed so that flames and hot
gases cannot penetrate the annular space surrounding the liners.

Interior

Interior Components
Smoke Detectors
9.1 - The smoke detector in the basement did not respond and need serviced.

WaterHeater

Water Heater(s)
Pressure Release Valve and Discharge Pipe
10.1 - The pressure relief discharge pipe is not installed within six inches of the floor and should be serviced, by
a qualified plumber.

Kitchen

Kitchen
Electrical Cook Top
12.1 - The right rear electrical cook top burner did not respond, and should be serviced.

Attic

Attic Observations
Flue Pipes
18.1 - The double-walled furnace vent pipe should be one inch away from combustible materials, or it could
create pyrophoric conditions and a fire-hazard, and should be serviced by an HVAC contractor.
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GENERAL INFORMATION

Inspection Address: 10719 NW 76th St., Weatherby Lake, MO 64152

Inspection Date: 1/26/2009 Time: 11:30 am to 2:00 pm

Weather: Overcast and Dry - Temperature at time of inspection: 18 Degrees
Inspected by: Bill Fate - ASHI Certified Inspector 205241

ertified Inspector 246774

Client Information: Robert Jesso
Structure Type: Wood Frame
Foundation Type: Basement

Furnished: Yes

Structure Occupied: Yes

Structure Style: Ranch

Structure Orientation: West

Estimated Year Built: 1988

People on Site At Time of Inspection: Owners

General Property Conditions
PLEASE NOTE:

The service recommendations that we make in this report should be completed well before closing by
gualified & licensed specialists, who may well identify additional defects or recommend some
upgrades that could affect your evaluation of the property.

Report File: 10719 NW 76th St
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SCOPE OF WORK

You have contracted for us to perform a general inspection in accordance with industry standards. It is distinct
from a specialist or technically exhaustive inspection, which can be costly, take several days to complete,
involve the use of specialized instruments, the dismantling of equipment, video-scanning, destructive testing,
and laboratory analysis. By contrast, the general or visual inspection is completed on-site, at a fraction of the
cost and within a few hours. Consequently, the general inspection and its report will not be as comprehensive
as that generated by specialists and it is not intended to be. Our purpose is to identify defects or adverse
conditions that could result in injury or lead to costs that would significantly affect your evaluation of the
property, and to alert you to the need for a specialist evaluation.

We evaluate conditions, systems, or components, and report on their condition, which does not mean that they
are ideal but that they are either functional or met a reasonable standard at a given point in time. We do take
into consideration when a house was built and allow for the predictable ware or deterioration that would occur
through time. Therefore, we tend to ignore insignificant and predictable defects, and do not annotate them, and
particularly those that would be apparent to the average person or to someone without any construction
experience. We are not authorized, or have the expertise, to comment on termite, dry rot, fungus, or mold, but
may alert you to its presence. Regardless, you should schedule any such specialized inspection, such as that
for the presence of mold, with the appropriate specialist before closing.

A house and its components are complicated, and because of this and the limitations of an visual on-site
report, we offer unlimited consultation and encourage you to ask questions. In fact, we encourage candid and
forthright communication between all parties, because we believe that it is the only way to avoid stressful
disputes and costly litigation. Remember, we only summarized the report on-site and it is essential that you
read all of it, and that any recommendations that we make for service or evaluation by specialists should be
completed and documented well before the closing, because additional defects could be revealed by a
specialist, or some upgrades recommended that could affect your evaluation of the property, and our service
does not include any form of warranty or guarantee.

The report may contain specific references to areas and items that were inaccessible and therefore could not
be inspected- potentially missing reportable conditions. Should you desire, inspection of these areas can be
performed at a later date upon arrangement with the concerned parties to ensure accessibility. Additional fees

may apply.

Thank you for choosing First Choice Property Evaluations, Inc. for your property inspection. We hope you find

our service valuable and informative. Due to the quality and complexity of components and systems contained
at the property, inspections can be helpful in identifying some, although not eliminating all risks associated with
ownership.

This report has been produced in accordance with our signed contract and is subject to the terms and conditions agreed upon therein.
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Foundation

All structures are dependent on the soil beneath them for support, but soils are not uniform. Some that might
appear to be firm and solid can liquefy and become unstable during seismic activity. Also, there are soils that
can expand to twice their volume with the influx of water and move structures with relative ease, raising and
lowering them and fracturing slabs and other hard surfaces. In fact, expansive soils have accounted for more
structural damage than most natural disasters. Regardless, foundations are not uniform, and conform to the
structural standard of the year in which they were built. In accordance with our standards of practice, we identify
foundation types and look for any evidence of structural deficiencies. However, cracks or deteriorated surfaces
in foundations are quite common. In fact, it would be rare to find a raised foundation wall that was not cracked
or deteriorated in some way, or a slab foundation that did not include some cracks concealed beneath the
carpeting and padding. Fortunately, most of these cracks are related to the curing process or to common
settling, including some wide ones called cold-joint separations that typically contour the footings, but others
can be more structurally significant and reveal the presence of expansive soils that can predicate more or less
continual movement. We will certainly alert you to any suspicious cracks if they are clearly visible. However,
we are not specialists, and in the absence of any major defects we may not recommend that you consult with a
foundation contractor, a structural engineer, or a geologist, but this should not deter you from seeking the
opinion of any such expert.

Poured Concrete Basement

Observations & General Comments

Informational Conditions
Moisture in basements and crawl spaces is a perennial problem, involving a host of interrelated factors, and
can be unpredictable, intermittent, or constant. When moisture intrusion or dampness is not self evident, it can
be inferred by musty odors, peeling paint or plaster, efflorescence, or salt crystal formations, rust on metal
components, and wood rot. However, condensation and humidity can produce similar conditions if the
temperature in the foundation area is not maintained above the dew point. Regardless, we are not mold
specialists, and if you or any member of your family are sensitive to allergens you should schedule a specialist
inspection. Moisture in basement is usually the result of poor drainage on the exterior. The ideal property will
have soils that slope away from the foundation at a minimum of one inch per foot to 6-10 feet away. The
residence should have roof gutters and downspouts that discharge storm water away from the structure. We
have confirmed moisture intrusion in residences when it was raining that would not have been apparent
otherwise.

Floor Structure Description

Functional Conditions
The floor joists are 2 X 10's, 16" on center.
The sub-flooring is plywood.

Wall Structure Description

Informational Conditions
The wall structure appears to be 2 x 4 framing. Due to coverings, we are unable to inspect these components.

Walls

Informational Conditions
The foundation walls that are visible, appear to be in acceptable condition. There are no visible signs or
indications of structural deficiencies or concerns found at this time. Foundation have been know to shift or
settle in a short period of time. During dry times be sure to water around the exterior of the foundation.

Beams & Posts

Informational Conditions
The main floor support system consists predominantly of steel girders and steel posts.

Intermediate Floor Framing

Components and Conditions Needing Service
The girders or joists have been incorrectly notched or otherwise altered. Whereas it is permissible to pierce the
intermediate floor framing, the holes should be no larger than one-third of the depth of the material, and drilled
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no closer than two inches from the upper or lower edges. Also, girders and joists may be notched but no deeper
than one-sixth the girder depth, and never in the middle of the span. See the south-center basement ceiling
locations as a representation of this situation.

Electrical

Components and Conditions Needing Service
There is an open electrical junction box in the basement that should be sealed. See the NW area of the
basement as a representation of this situation.

Moisture or Dampness

Informational Conditions
The basement could be subject to moisture intrusion, and the presence of salt crystal formations and water
stains on the basement walls and floor confirms that moisture has reached this area. Therefore, you should ask
the sellers about their experience with this, keep any storage items isolated from the walls and floors, monitor
the basement during heavy rains, and keep a portable sump-pump on hand. You may wish to have a specialist
comment on this moisture.

This report has been produced in accordance with our signed contract and is subject to the terms and conditions agreed upon therein.
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Exterior

Our evaluation of the exterior of a property conforms to the standards of the industry, and includes an
evaluation of driveways, walkways, fences, gates, handrails, guardrails, yard walls, patio covers, decks,
building walls, fascia and trim, balconies, doors, windows, lights, and outlets. However, we do not evaluate any
detached structures, such as storage sheds and stables, and we do not water test or evaluate subterranean
drainage systems or any mechanical or remotely controlled components, such as driveway gates. Also, we do
not evaluate any landscape components, such as trees, shrubs, fountains, ponds, statuary, pottery, fire pits,
patio fans, heat lamps, and ornamental gas lights, or decorative lighting. Similarly, we do not comment on
coatings or cosmetic deficiencies and the wear and tear associated with usage and the passage of time that
would be apparent to the average person. However, cracks in hard surfaces can imply the presence of
expansive soils that can result in continuous movement, but this could only be confirmed by a geological
evaluation of the soil.

Exterior Features
House Cladding or Siding
Informational Conditions
The exterior house walls are clad with Wood & Masonry.
The exterior house walls are clad with vinyl and metal siding. This siding installation prevents us from
evaluating the underlying materials.
The siding is not original, and you should request the permit from the sellers or any documentation that would
include a warranty or guarantee and confirm that the work was done to code and by a specialist.
Components and Conditions Needing Service
There is noted soil contact with the siding that needs to be serviced to prevent moisture or termite infestation at
these locations. It is recommended to have at least four to six inches clearance between grade and siding.
Plumbing
Informational Conditions
The water spigots on this house were designed to be freeze-proof when properly cared for. They were
functioning as intended and in acceptable condition. During freezing weather, the hoses must be removed
from freeze-proof spigots, otherwise water may be trapped inside, damaging the water line when it freezes.
Components and Conditions Needing Service
The rear exterior spigot appears to be frozen and should be serviced.

k'

.,
%

Trim Boards
Informational Conditions
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Some of the trim boards are covered with metal wrapping and were not visible and not inspected.

Soffit & Fascia

Informational Conditions
Sections of the fascia and soffits need maintenance-type service. Including caulking, painting, and sealing
voids. The fascia was not fully visible due to guttering preventing full view
Shallow overhangs or lack of overhangs can cause serious water damage to windows, siding, trim, the
structure and even leaks into the basement or home. Shallow overhangs allow building elements to be
subjected to water. Two story exposures compound the potential problem. Ask the owner for the history of any
problems any previous corrective work or water problems. If you were to extend to overhangs, this would
lessen the chances of these concerns.

Driveway

Components and Conditions Needing Service
There are significant cracks or offsets in the driveway, which need to be sealed with a masonry caulk to reduce
moisture infiltration under the slab.

Patio

Informational Conditions
The patio appears to be in acceptable condition with normal cracks and deterioration.

Decks

Informational Conditions
The wood deck is in acceptable condition, with no apparent deficiencies, and should be maintained and
periodically sealed. Maintaining the deck will extend the life of the wood framing and help avoid unnecessary
repair and replacement cost. Sweep and clean the deck often, to help neutralize the acid from fallen leaves.
Sun and moisture are the decks worst enemy. Stain or seal the deck every 1 to 2 years to help protect the
wood.

Guttering

Informational Conditions
The gutters and downspouts appear to be in acceptable condition. However, without water in them it is difficult
to determine if they will leak or judge whether they are correctly pitched to direct water into the downspouts, but
they should function as they were intended.
The guttering drains into pipes that are below grade and should be monitored for proper drainage.
Underground lines tend to build up with debris and could freeze, which can prevent this component from
functioning properly. We would suggest to monitor the water flow during heavy rain conditions to determine
proper function.

Outlets

Informational Conditions
The outlets that were tested are functional and include ground-fault protection.

Lights

Informational Conditions
The lights outside the doors of the residence are functional. However, we do not inspect or evaluate decorative,
gas or motion activated lights.

Exterior Electrical Meter Box

Informational Conditions
The exterior meter box for the main electrical service appears to be in acceptable condition.

Windows

Informational Conditions
Some of the windows are not original, and you should request the permit from the sellers or any documentation
that would include a warranty or guarantee and confirm that the work was done properly by a specialist.

Components and Conditions Needing Service
The windows need caulking to ensure a weather tight seal. Opening are noted that need to be properly sealed.
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The windows need caulking to ensure a weather tight seal - Continued

The exterior cladding on the windows is open, which should be repaired by a qualified contractor. When the
cladding is open, it can allow moisture infiltration and deterioration of the interior components. Refer to the rear
exterior location as a representation of this situation.

Screens

Informational Conditions
The screens are functional.

Doors

Informational Conditions
Unless otherwise noted the exterior doors that were accessible and appear to be in acceptable condition with
normal weathering or deterioration.

Steps and Handrails

Informational Conditions
The steps are in acceptable condition.

Walkways

Components and Conditions Needing Service
There are voids noted at the front walkway area that should be filled with an appropriate material to reduce the
possibility of movement or settlement at this location.
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There are voids noted at the front walkway area that should be filled - Continued

Siding

Masonry

Informational Conditions
The masonry wall covering exterior was generally in acceptable condition, with no significant defects. Loose
and thin mortar is typical of this material and no immediate action is necessary to correct the situation. The
cracks or loose areas can be scratched open, patched and sealed in the course of routine maintenance.

Vinyl - Metal

Informational Conditions
The siding was in acceptable condition, but may have been applied over another siding material. No access or
opportunity for inspection of the underlying materials was available and their condition remained unknown.

Grading and Drainage

General Grading Comments

Informational Conditions
All structures are dependent on the soil beneath them for support, but soils are not uniform. Some that might
appear to be firm and solid can change and become unstable with high or low moisture conditions. Also, there
are soils that can expand to twice their volume with the influx of water and move structures with relative ease,
raising and lowering them and fracturing foundations and other hard surfaces. In fact, expansive soils have
accounted for more structural damage than most natural disasters. Water can be equally destructive, and can
foster conditions that are deleterious to health. For this reason, the ideal property will have soils that slope away
from the residence at a minimum of one inch per foot out from the foundation. The residence should have roof
gutters and downspouts that discharge storm water away from the structure. We have confirmed moisture
intrusion in residences when it was raining that would not have been apparent otherwise.

Drainage

Components and Conditions Needing Service
Grading and drainage is negative adjacent to the residence and should be corrected to move water away from
the structure. The present grading may cause structural and moisture infiltration concerns if not corrected. We
would recommend a qualified grading and drainage specialist properly repair as needed. An ideal home would
have the yard graded with a slope of one inch per foot away from the home to a minimum of six feet out.

* See Attached lllustration 1
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Roof

There are many different roof types, which we evaluate by walking on their surfaces. If we are unable or
unwilling to do this for any reason, we will indicate the method that was used to evaluate them. Every roof will
wear differently relative to its age, the number of its layers, the quality of its material, the method of its
application, its exposure to direct sunlight or other prevalent weather conditions, and the regularity of its
maintenance. Regardless of its design-life, every roof is only as good as the waterproof membrane beneath it,
which is concealed and cannot be examined without removing the roof material, and this is equally true of
almost all roofs. In fact, the material on the majority of pitched roofs is not designed to be waterproof only
water-resistant. However, what remains true of all roofs is that, whereas their condition can be evaluated, it is
virtually impossible for anyone to detect a leak except as it is occurring or by specific water tests, which are
beyond the scope of our service. Even water stains on ceilings, or on the framing within attics, could be old and
will not necessarily confirm an active leak without some corroborative evidence, and such evidence can be
deliberately concealed. Consequently, only the installers can credibly guarantee that a roof will not leak, and
they do. We evaluate every roof conscientiously, and even attempt to approximate its age, but we will not
predict its remaining life expectancy, or guarantee that it will not leak. Naturally, the sellers or the occupants of
a residence will generally have the most intimate knowledge of the roof and of its history. Therefore, we
recommend that you ask the sellers about it, and that you either include comprehensive roof coverage in your
home insurance policy, or that you obtain a roof certification from an established local roofing company.
There are many different roof types, and every roof will wear differently relative to its age, the number of its
layers, the quality of its material, the method of its application, its exposure to direct sunlight or to other
prevalent weather conditions, and its maintenance. However, regardless of its design-life, every roof is only as
good as the waterproof membrane beneath it, which is concealed and cannot be examined without removing
the roof material, and this is equally true of almost all roofs. In fact, the material on most pitched roofs is not
designed to be waterproof only water-resistant.

There are two basic roof types, pitched and flat. Pitched roofs are the most common, and the most dependable.
They are variously pitched, and typically finished with composition shingles that have a design life of twenty to
twenty-five years, or concrete, composite, Spanish, or metal tiles that have a design-life of forty to fifty years,
and gravel roofs that have a lesser pitch and a shorter design-life of ten to fifteen years. These roofs may be
layered, or have one roof installed over another, which is a common practice but one that is never
recommended because it reduces the design-life of the new roof by several years, can impede emergency
service by fire department personal, and requires a periodical service of the flashings. These are serviced with
mastic (caulking), which eventually shrinks and cracks and provides a common point of leakage. The least
dependable of all roofs are the flat ones, which are also called built-up ones. Some flat roofs are adequately
sloped toward drains but many are not, and water simply ponds and will only be dispersed by evaporation.
However, the most common cause of leakage results when roofs are not serviced or kept clean, and foliage
and other debris blocks the drainage channels.

Roof Maintenance:

Clean all debris from the surface of the roof. This includes debris that has gathered behind HVAC units, pipes
and pitch pans, and any other roof penetrations. Debris has a tendency to hold water, and water will expedite
roof deterioration, especially if your roof is asphalt based such as a built-up roof or asphalt shingles. If your roof
is starting to collect moss or algae, install some zinc or lead control strips. Check all flashings and make sure
that they are not deteriorated and there are no holes in them. Keep algae off of the roof surface. Install zinc
control strips along the hips and ridges if necessary. Dab some roof cement under any loose shingle tabs. One
dab on either side should do. Replace any damaged shingles. Keep all guttering free of debris. Make sure that
the downspouts are draining properly by water testing them. Trim back any overhanging tree branches. Check
the open valley metal for rust. Wire brush the rust then prime and paint the metal. If rust is prevalent, it can be
removed using Rust-Away® Oxidation and Corrosion Remover. Paint the valley with Rustoleum® or similar
product afterward. Check all caulking and sealants. Scrape and remove any caulking that is weather cracked
and damaged. Clean the area thoroughly. Use a wire brush if necessary. Reapply a polyurethane caulking.
Check the mortar on chimneys and parapet walls, both in between the brick and on top. If it's damaged or
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deteriorated, have it tuck-pointed. Most masons can perform this work.

What remains true of all roofs is that, whereas their condition can be evaluated, it is virtually impossible for
anyone to detect a leak except as it is occurring or by specific water tests, which are beyond the scope of our
service. Even water stains on ceilings, or on the framing within attics, will not necessarily confirm an active leak
without some corroborative evidence, and such evidence can be deliberately concealed. Consequently, only
the installer can credibly guarantee that a roof will not leak, and they do. We cannot, and do not give any such
guarantees. We will examine every roof, evaluate it, and even attempt to approximate its age, but we will not
predict is remaining life expectancy, nor guarantee that it will not leak. Naturally, the sellers or the occupants of
a residence will generally have the most intimate knowledge of the roof and of its history. Therefore, we
recommend that you ask the sellers about it, and that you either include comprehensive roof coverage in your
home insurance policy, or that you obtain a roof certification from an established local roofing company.

Method of Evaluation
Roof Access
Informational Conditions
We walked on part of the roof to evaluate the components.

Composition Shingle

General Composition Shingle Comments

Informational Conditions
There are a wide variety of composition shingle roofs, which are comprised of asphalt or fiberglass materials
impregnated with mineral granules that are designed to deflect the deteriorating ultra-violet rays of the sun. The
commonest of these roofs are warranted by manufacturers to last from twenty to twenty-five years, and are
typically guaranteed against leaks by the installer for three to five years. The actual life of the roof will vary,
depending on a number of interrelated factors besides the quality of the material and the method of installation.
Poor maintenance is the most common cause of roof failure, but a southern exposure can cause a roof to
deteriorate prematurely, as will the practice of layering over another roof. However, the first indication of
significant wear occurs when the granules begin to separate and leave pockmarks or dark spots. This is
referred to as primary decomposition, which means that the roof is in decline, and therefore susceptible to
leakage. This typically begins with the hip and ridge shingles and to the field shingles on the south facing side.
This does not mean that the roof is ready to be replaced, but that it should be serviced or monitored. Regular
maintenance will certainly extend the life of any roof, and will usually avert most leaks that only become
evident after they have caused other damage. This is important, because in accordance with industry standards
our inspection service does not include a guarantee against leaks. For such a guarantee, you would need to
have a roofing company perform a water test and issue a roof certification. However, the sellers or the
occupants will generally have the most intimate knowledge of the roof, and you ask them about its history and
then schedule a regular maintenance service.
The composition shingles are an fiberglass based shingles.
The composition shingles are the laminate style, and have been proven as a high quality and durable covering.
Also referred to as three-dimensional or architectural shingles.

This report has been produced in accordance with our signed contract and is subject to the terms and conditions agreed upon therein.
All printed comments and the opinions expressed herein are those of First Choice Property Evaluations, Inc.
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